
chambord dry stone 

Spessore/ Thickness   

9 mm 

 

Formati/ Sizes 

30x60 - 12”x24” Rett. 

60x60 - 24”x24” Rett. 

60x120 - 24”x48” Rett. 

 
Finiture / Finishing   

Mat 



 







 



 



 



Color Sand 

30x60 + 60x60 + 60x120 



Color Cement 

30x60 + 60x60 + 60x120 



Color Carbon 

30x60 + 60x60 + 60x120 



chambord  d r y  s t one  

60x120 - 24”x48” rett. 

Mat 

 

3 formati / sizes 1 spessore / thickness 

9 mm 

60x60 - 24”x24” rett. 

Mat 

 

Mat surface 

Resistenza allo scivolamento / slip resistance R9 

30x60 - 12”x24” rett. 

Mat 

 

Grout color: Vanilla no. 29 

Black no. 2 

Dark Grey no. 4 



Schemi di posa/ laying sketches 

60x120 - 24”x48” 56% 60x120 - 24”x48” 62,5% 60x120 - 24”x48” 70% 

60x60 - 24”x24” 22% 60x60 - 24”x24” 25,5% 60x60 - 24”x24” 15% 

30x60 - 12”x24” 22% 30x60 - 12”x24” 12% 30x60 - 12”x24” 15% 

60x120 - 24”x48” 56% 60x120 - 24”x48” 37% 
60x60 - 24”x24” 22% 60x60 - 24”x24” 30% 
30x60 - 12”x24” 22% 90x90 - 36”x36” 33% 



INFORMAZIONI TECNICHE NORME ISO VALORE PRESCRITTO DALLE NORME VALORI CANDIA 

TECHNICAL FEATURES ISO NORM INTERNATIONAL STD ISO 13006/EN 176 GROUP Bla VALUES CANDIA 

DIMENSION & SURFACE QUALITY 

Deviation In Length ISO-10545-2 ±0.6% ±0.2% 

    

Deviation in Thickness ISO-10545-2 ±5% ±3% 

    

Straightness of Sides ISO-10545-2 ±0.5% ±0.2% 

    

Rectangularity ISO-10545-2 ±0.6% ±0.2% 

    

Surface Flatness ISO-10545-2 ±0.5% ±0.2% 

PHYSICAL & THERMAL PROPERTIES 

Water Absorption ISO-10545-3 <0.50% <0.40% 

    

Mohs Hardness EN-101 Min.5 Min.5 

    

Flexural Strength ISO-10545-4 >35 N/mm2 >40N/mm2 

    

Slip Resistance (Friction 

Coefficient) 
ISO-10545-17 >0.4 4 

    

Breaking Strength ISO-10545-11 >1113 N >1800N 

    

Frost Resistance ISO-10545-12 Frost Proof Frost Proof 

    

Thermal Shock Resistance ISO-10545-9 No Damage No Damage 

    

Moisture Expansion ISO-10545-10 NIL NIL 

    

Resistance to Surface Abrasion ISO-10545-7 Abrasion class shall be specified by the manufacturer PEI IV & V 

CHEMICAL PROPERTIES 

Chemical Resistance ISO-10545-13 No Damage No Damage 

    

Color Resistance ISO-10545-16 No Damage No Damage 

    

Stain Resistance ISO-10545-14 Resistant Resistant 

CARATTERISTICHE TECNICHE/ TECHNICAL FEATURES 

  

  BOX PALLET 

SPESSSORE  

THICKNESS 
PCS/BOX MQ/BOX KG/BOX BOX/PALLET MQ/PALLET KG/PALLET 

30x60 RTT 9mm 5 0,9 18 60/ 64 54/ 57,6 1080/ 1160 

60x60 RTT 9mm 4 1.44 26,5 44 63,36 1166 

60x120 RTT 9mm 2 1.44 28,5 32/ 34 46,08/ 48,96 920/ 969 

TABELLA IMBALI/ PACKAGING 
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