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ECOWOOD  

BLACK 



ECOWOOD WHITE 
20x120 8”X48” rett. 



ECOWOOD LIGHT 
20x120 8”X48” rett. 



ECOWOOD GRIGIO 
20x120 8”X48” rett. 



ECOWOOD NOGAL 
20x120 8”X48” rett. 



ECOWOOD HONEY 
20x120 8”X48” rett. 



ECOWOOD CHERRY 
20x120 8”X48” rett. 



ECOWOOD WENGE 
20x120 8”X48” rett. 
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ECOWOOD MINIMAL 
20x120 8”X48” rett. 



ECOWOOD BLACK 
20x120 8”X48” rett. 



20x120 8”X48” rett. 

Mat 

 

Grout color: 

E C O W O O D  

1 formati / sizes 1 spessore / thickness 

9 mm 

Grey Arzan nο.7 

Grey Light no. 3 

Beige nο.8 
Dark Brown nο.12 

Light Brown no. 11 

Ceramic no. 16 

Ivory nο.9 

ANTI-SLIP BOARD 

Resistenza allo scivolamento / slip resistance R9 

BEIGE 20x120 - 8”x48” rett. 

 

WENGE 20x120 - 8”x48” rett. 

 

 

Resistenza allo scivolamento / slip resistance R11 

Black no. 2 



INFORMAZIONI TECNICHE NORME ISO VALORE PRESCRITTO DALLE NORME VALORI CANDIA 

TECHNICAL FEATURES ISO NORM INTERNATIONAL STD 15622/2013 GROUP B 1 a VALUES CANDIA 

DIMENSION & SURFACE QUALITY 

Deviation in length & width IS-13630-1 '+/- 0.1% 0.1% 

    

Deviation in thickness IS-13630-1 +/- 5.0% 3.5% 

    

Straightness in side IS-13630-1 +/-0.1%  0.1% 

    

Rectangularity IS-13630-1 +/-0.1%  0.1% 

    

Surface Flatness IS-13630-1 +/- 0.5%  0.2% 

    

Surface Quality IS-13630-1 
95% Free From 

95% 
Visible Defect 

PHYSICAL & THERMAL PROPERTIES 

Water Absorption IS-13630-2 0.05% <0.05% 

    

Modules of Rapture IS-13630-6 38 N/MM2 35 N/MM^3 

    

Flexural Breaking Strength IS-13630-6 >1500 N >1300N 

    

Moisture Expansion IS-13630-3 Nil 0.02% 

    

Scratch Hardness (MOH's) IS-13630-13 3.-4* MIN-5 

    

Resistance of Surface Abrasion IS-13630-11 120 MM3 max. 140 Mm^3 

    

Thermal Expansion IS-13630-4 6 x 10^-6 k^-1 6 x 10^-6 k^-1 

    

Thermal shock Resistance IS-13630-5 10 Cycle Passed min 10 cycle 

    

Frost Resistance IS-13630-10 No Damage no damage 

    

Bulk Density IS-13630-2 2.3 gm/cc > 2.2 gm/cc 

    

Glossiness glossmeter >85% as per mfg. norms 

    

Impact Resistance IS-13630-14 0.30 MIN 0.55 MIN 

CHEMICAL PROPERTIES 

Resistance of Staining IS-13630-8 Class Min Class Min 

    

Household Chemicals IS-13630-8 Class AA Min Class AA Min 

    

Acid Resistance IS-13630-8 Resistance Resistance 

  

  BOX PALLET 

SPESSSORE  

THICKNESS 
PCS/BOX MQ/BOX KG/BOX BOX/PALLET MQ/PALLET KG/PALLET 

20X120 9mm 5 1,2 23,5 39 46,8 956,5 

TABELLA IMBALI/ PACKAGING 

CARATTERISTICHE TECNICHE/ TECHNICAL FEATURES 





 



note / notes 



Organization  

&  

High Tech RND 

 

info@abmcosmos.com 

www.abmcosmos.com 


