
HYGIENIC &

TECHNICAL 

Spessore/ Thickness 

9 mm

Formati/ Sizes

60x60 – 24”x24” Rett.

Finiture / Finishing 

Super Polished

Mat



HYGIENIC &
TECHNICAL 

THIS COLLECTION HAS USHERED IN A 
NEW ERA OF DESIGN AND 
ARCHITECTURE, BLENDING 
AESTHETICS AND FUNCTIONALITY 
SEAMLESSLY. 



HIGH 
DURABILITY 
WITH THIS UNIQUE QUALITY MAKES 

IT A PREFERRED CHOICE FOR HIGH 

TRAFFIC AREA LIKE SHOPPING 

MALLS, PLAYGROUND, ETC.



.ANTI 

BACTERIA
THESE TILES ARE RESISTANT TO STAINS, 

CHEMICALS, AND MOISTURE, MAKING THEM 

IDEAL FOR BATHROOMS, KITCHENS, AND 

OTHER AREAS PRONE TO SPILLS AND 
MOISTURE EXPOSURE.



AESTHETICS
THE COLOR AND DESIGN OF THESE TILES ARE NOT 

JUST A SURFACE FINISH, BUT ARE THE SAME COLORS 

RUN THROUGHTOUT THE TILE.  WITH BOTH MAT AND 

SUPER POLISEHD SURFACES, THIS COLLECTION 

ALLOWS DESIGNERS TO CREATE UNIQUE AND 

CAPTIVATING SPACES.  



hygienic & technical - beige color in mat & super polished surfaces



hygienic & technical - grey color in mat & super polished surfaces



hygienic & technical – black color in mat & super polished surfaces



pentelikon marble super white 60x60 in mat & super polished surfaces



hygienic & technical – salt & pepper color mat surface



H Y G I E N I C  &  T E C H N I C A L

1 formati / sizes 1 spessore / thickness

9 mm

60x60 - 24”x24” rett.

Super Polished

Mat

Mat surface

Resistenza allo scivolamento / slip resistance R9

BOX PALLET

SPESSSORE  

THICKNESS
PCS/BOX MQ/BOX KG/BOX BOX/PALLET MQ/PALLET KG/PALLET

60x60 MAT 9mm 4 1,44 28,5 44 63,36 1254

60x60 SALT & PEPPER 9mm 4 1,44 26,5 44 63,36 1166

60X60 S. POLISHED 9mm 4 1,44 26,5 44 63,36 1166

TABELLA IMBALI/ PACKAGING

Grout color:  White no. 1

Ice White nο. 21

Black no. 2

Dark Grey no. 4

Vanilla no. 29



CARATTERISTICHE TECNICHE/ TECHNICAL FEATURES

INFORMAZIONI TECNICHE NORME ISO VALORE PRESCRITTO DALLE NORME VALORI CANDIA

TECHNICAL FEATURES ISO NORM
INTERNATIONAL STD ISO 13006/EN 176 GROUP 

Bla
VALUES CANDIA

REGULATORY PROPERTIES

Deviation In Length ISO-10545-2 ±0.5% ±0.20%

Deviation in Thickness ISO-10545-2 ±5% ±4%

Straightness of Sides ISO-10545-2 ±0.5% ±0.10%

Rectangularity ISO-10545-2 ±0.5% ±0.20%

Surface Flatness ISO-10545-2 ±0.5% ±0.20%

Colour difference ISO-10545-16 Unalterned No change

STRUCTURAL PROPERTIES

Water Absorption ISO-10545-3 <0.50% <0.50%

Apparant density DIN-51082 >2.00 g/cc >2.28 g/cc

MASSIVE MECHANICAL PRIOPERTIES

Modulus or rupture ISO-10545-4 Min 35 N/mm2 Min 45 N/mm2

Breaking Strength ISO-10545-4 >1300 N >2000N

Impact Resistance ISO-10545-5 As per Mfg. Min 0.55

SURFACE MECHANICAL PROPERTIES

Mohs Hardness EN-101 Min.6 7

Deep abrasion resistance ISO-10545-6 Max.175 mm3 Max. 132 mm3

Surface abrasion resistance ISO-10545-7 As per Mfg. N. A.

THERMOHYDROMATIC PROPERTIES

Frost Resistance ISO-10545-12 Frost Proof Frost Proof

Thermal Shock Resistance ISO-10545-9 No Damage No Damage

Moisture Expansion ISO-10545-10 NIL NIL

Thermal expansion (COE) ISO-10545-8 Max. 9.0x10 Max. 6.5x10

Crazing Resistance ISO-10545-11 As Per Mfg. N.A.

CHEMICAL PROPERTIES

Chemical Resistance ISO-10545-13 No Damage No Damage

Stain Resistance ISO-10545-14 Resistant Resistant

SAFETY PROPERTIES

Slip resistance ISO-10545-17 >0.40 >0.40

HYGIENIC & TECHNICAL



INFORMAZIONI TECNICHE NORME ISO VALORE PRESCRITTO DALLE NORME VALORI CANDIA

TECHNICAL FEATURES ISO NORM INTERNATIONAL STD ISO 13006/EN 176 GROUP Bla VALUES CANDIA

DIMENSION & SURFACE QUALITY

Deviation In Length ISO-10545-2 ±0.6% ±0.2%

Deviation in Thickness ISO-10545-2 ±5% ±3%

Straightness of Sides ISO-10545-2 ±0.5% ±0.2%

Rectangularity ISO-10545-2 ±0.6% ±0.2%

Surface Flatness ISO-10545-2 ±0.5% ±0.2%

PHYSICAL & THERMAL PROPERTIES

Water Absorption ISO-10545-3 <0.50% <0.40%

Mohs Hardness EN-101 Min.5 Min.5

Flexural Strength ISO-10545-4 >35 N/mm2 >40N/mm2

Slip Resistance (Friction 

Coefficient)
ISO-10545-17 >0.4 4

Breaking Strength ISO-10545-11 >1113 N >1800N

Frost Resistance ISO-10545-12 Frost Proof Frost Proof

Thermal Shock Resistance ISO-10545-9 No Damage No Damage

Moisture Expansion ISO-10545-10 NIL NIL

Resistance to Surface Abrasion ISO-10545-7 Abrasion class shall be specified by the manufacturer PEI IV & V

CHEMICAL PROPERTIES

Chemical Resistance ISO-10545-13 No Damage No Damage

Color Resistance ISO-10545-16 No Damage No Damage

Stain Resistance ISO-10545-14 Resistant Resistant

CARATTERISTICHE TECNICHE/ TECHNICAL FEATURES

PENTELIKON MARBLE SUPER WHITE

IN GLAZED PORCELAIN







Organization 
& 

High Tech RND

info@abmcosmos.com
www.abmcosmos.com
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